Instructions to install USB driver

For Windows XP/2003/Vista(32/64)/7(32/64)/8(32/64) .......c..ooevviiiiiiiinnnnn,
FOr WINAOWS 08 ..ottt e e e e e e e e e e e e e e e e e



For Windows XP/Vista/7/8

Driver CP210xVCPInstaller x86.exe or CP210xVCPInstaller_x64.exe supports Windows
XP/2003/Vista(32/64)/7(32/64)/8(32/64) operation system. Follow the instructions below to install
USB driver.

A. Double click CP210xVCPInstaller x86.exe or CP210xVCPInstaller x64.exe on the CD Rom to
start the installation.

B. In the installation box, click “Next” to continue.

CP210x USB to UART Bridge Driver Installer,

Welcome to the CP210x USB to
UART Bridge Driver Installer

Thiz wizard will help you ingtall the drivers for your CP21 0
USE to UART Bridge device.

To continue, click Mest. /

C. Check “I accept this agreement” and click “Next”.

CP210x LISB to UART Bridge Driver, Installer

License Agreement .

= To continue, accept the following license agreement. To read the entire
= agreement. use the scroll bar or press the Page Down key.

EMD-USER LICEMNSE AGREEMENT
IMPORTANT: READ CAREFULLY
BEFORE AGREEING TO TERMS

| THIS PRODUCT COMTAINS CERTAIN COMPUTER PROGRAMS

AMD OTHER THIRD PARTY PROPRIETARY MATERIAL

['LICEMSED PRODUCT"). THE USE OF WHICH 15 SUBJECT TO

THIS END-USER LICENSE AGREEMENT. INDICATING YOUR v

I (3 | accept thiz agresment I ’ Save Az ] ’ Frint ]

(| don't accept this agreement
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D. The set up is in process.

CP210x USB to UART Bridge Driver Installer

The drnivers are now installing. .

o
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Pleaze wait while the drivers install. This may take some time to complete.

< Back Mest = Cancel




E Check “Completing the Installation” and click “Finish”.

CP210x USB to UART Bridge Driver, Installer

Completing the Installation of the
CP210x USB to UART Bridge Driver

The drivers were successfully installed on this computer.

You can now connect your device to this computer. [f your device
came with instructions, please read themn first,

Driver Hame Status

s’ Silicon Laboratonies [sila. . Ready bo use

L

[ Fimizh ] [ Cancel

F. The installation is completed after restarting your computer.

G. Connect the USB Cable" to your computer and it will detect the USB device and update the
driver automatically.
To make sure the driver is updated, right click “My Computer” and click “Content”. In
hardware content, click “Device Manager” to check “Silicon Labs CP210x USB to UART
Bridge (COMx” )” is listed under Ports (COM & LPT). For example, COM3 as below. The
software update is completed and can be used for data transmission.

- Ports (COM & LPT)
r#i Communications Pork (COM1)
0 prinker Port (1 PT1Y

l r#‘ Silicon Labs CP210x USE o UART Bridge (COM3)

% Note 1: The USB Cable here refers to VZUSBAZD(2.5ys )or VZUSBAZM/P(3.5ys ).
% Note 2: The “x” here could be number 1 to 8 where the USB cable is plugged on.



For Windows 98

Driver CP210x_VCP_Win98SE.exe is for installation in Windows 98 operating system.
Follow the instructions below to install USB driver.

A. Double click CP210x VCP WIin98SE.exe on the CD Rom to start the installation.
P VP WinDB3E exe!

w E’Setup BXE

Macrovidon Corporation

B. In the installation box, click “Next” to continue.

Silicon Laboratories CP210x ¥YCP D for Windows 98 SE - InstallShield Wizard

Welcome to the Install5 hield Wizard for Silicon
Laboratories CP210x YCP Drivers for Windows
98 SE

The InstallShield® wWizard will ingtall Silicon Laboratories
CP210: CP Drivers for Windows 38 SE on your
caormputer. Ta continue, click Mest.

< Back

Licenze Agreement

Fleaze read the following license agreement carsfully.

END-USER LICENSE AGREEMENT :l
IMPORTANT: READ CAREFULLY
BEFORE AGREEING TO TERMS

THIS PRODUCT COMTAINS CERTAIN COMPUTER PROGRAMS AND OTHER THIRD
PARTY PROPRIETARY MATERIAL (ILICENSED PRODUCTI), THE USE OF WHICH IS
SUBJECT TO THIS EMD-USER LICEMSE AGREEMENT. INDICATING YOUR
AGREEMENT COMSTITUTES YOUR AMD (IF APPLICABLE) YOUR COMPANY'S

ASSENT TO AMD ACCEPTAMCE OF THIS END-USER LICENSE AGREEMENT [THE
"LICENSE" OR "AGREEMENT"]. IFYOUDONOT AGREE WITH ALL OF THE

TERMS, vOU MUST NOT USE THIS PRODUCT. WRITTEMN APPROVAL 1S NOT & ;I

accept the terms of the licenze agreemel Print |

| do nat accept the terms of the license agreement
[FrstalBfild /

< Back | Hewt » I Cancel I




D. Select destination folder (suggest the default location) for the driver, then click “Next”.

Silicon Laboratories CP210x YCP Drivers for Windows 98 SE - InstallShield Wizard [E3

Choose Destination Location

Select folder where setup will install files.

Ready to Install the Program
The wizard iz ready to begin installation.

F. When the installation completes, click “Finish”.
Silicon Laboratories CP210x WCP Drivers for Windows 98 SE - InstallShield Wizard

InstallShield Wizard Complete

The InztallShield Wizard has successfully installed Silicon
Laboratories CPZ210x WCP Drivers for Windows 38 5E. Click
Finish to exit the wizard.




G. Update the drivers
Connect the USB Cable to your computer and follow the following instructions to update the driver.

1. Search driver for CP210 USB to UART Bridge Controller. Click “Next” to continue.

Add New Hardware Wizard

This wizard searches for new drivers for:

CP2102 LUISE to UART Bridge Controller

A device driver is a software program that makes a
hardware device work.

2. Check “Search for the best driver for your device” and click “Next”.
Add New Hardware Wizard

< Back Cancel |

Wwhat do you want Windows to do?

% Search for the best driver for pour device.
{(Recommended).

" Display a list of all the drivers in a specific
lme:ation, 50 pou can select the driver you want,

4

< Back I Mest » I Cancel |

3. Select the search location. You can follow the default location and click “Next” to start.

Add New Hardware Wizard

‘Wwindows will search for new drivers in its driver database
oh your hard drive, and in any of the following selected
locations. Click Mest to start the search.

I™ Floppy disk drives
[~ CD-ROM drive

I Microzsoft Windows Update

|C:\SiLabs\MEU\CF‘21 OxsiindBSE =l

ngse... |
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4. Search driver for CP2102 USB Composite Device. Click “Next” to continue.

Add New Hardware Wizard

Windows driver file search for the device:

CP210x USE Composite Device

“Windows iz now ready to install the best driver for this

device, Click Back to select a different driver, or click Mext
ta continue,

Location of driver:

CABILAES\MCUNCP21 (KYWINSES E\SLAEE
=
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5. Update completed for CP2102 USB Composite Device. Click “Finish”.

Add New Hardware Wizard

% CF210x USE Composite Device

Windows has finished installing the software that pour new
hardware device requires.

&
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6. Repeat update procedure 1, 2, and 3 as above.

7. Search driver for CP2102 USB to UART Bridge Controller. Click “Next” to continue.

Add New Hardware Wizard

Windows driver file search for the device:

CP210x USE to UART Bridge Controller

“Windows iz now ready to install the best driver for this
device, Click Back to select a different driver, or click Mext
ta continue.

Location of driver:

CABILAES\MCUNCP21 (KYWINSESE\SLABMW
=
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8. Update completed for CP210x USB to UART Bridge Controller. Click “Finish”.

Add Mew Hardware Wizard

% CP210x USE to UART Bridge Controller

“wWindows has finished instaling the software that pour new
hardware device requires.
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9. You can start data transmission when software update is completed.



